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Abstract
In the frame of the call for projects of the European Commission which aims to find alternative
HTF in order to extend working temperature and to decrease environmental impact of standard
Heat Transfer Fluid (HTF) used in concentrating solar power(CSP) plants, we proposed to use
Dense Particle Suspensions -DPS- fluidized with air (approximately 50% of solid) in tubes
as new HTF. DPS will enable operating temperature over 1 000 ˚ C which corresponds to the
sintering temperatures of the solid against 560 ˚ C for the most efficient molten salts, thus
increasing the plant efficiency and decreasing the cost per kWh produced, have no lower
limitation of temperature and are riskless. A cold mockup of receiver using DPS has been built
for the preliminary study of the concept. The operation of the mockup has shown the possibility
to ensure a regular and adaptable upward flow of solid in the range 10 to 65 kg · h−1 per tube.
This paper compares the experimental results of the cold mockup running with the predictions
of a multi-fluid approach 3D numerical code.
INTRODUCTION
In the field of high solar concentration industry, the reduction of the cost per kWh pro-
duced needs technical breakthroughs and innovations. Among the different solar con-
centration technologies: parabolic, fresnel, cylindrical-parabolic and central receiver
system (CRS), the last one seems to be the most efficient (1). For central receiver,
the increase in HTF operating temperature belongs to the most waited improvements
because it will enable more efficient power cycles.
CRS mainly uses molten salts as HTF. Current molten salts have a melting point
around 200 ˚ C, making mandatory the use of auxiliary energy source during non-
generation periods, and a maximal operating temperature of about 560 ˚ C, which is
too low to enable a supercritical cycle (2).
The proposed concept, concerns the HTF used in central receiver systems (3). To
overcome the two previous drawbacks and to decrease the environmental impact of
standard HTF, we suggest the use of dense gas-particle suspensions as an alternative
heat recovery and storage fluid. These suspensions do not have lower temperature
limit and the maximum operating temperature corresponds to the sintering temperature
of the solid which is higher than 1000 ˚ C. Moreover, as their volume composition is
roughly 50% of solids and 50% of gas, their density and their volumetric heat capacity
approximate that of a liquid.
The objective is to make these suspensions circulate into the solar absorber made
of vertical pipes. The particles may then be used as an heat storage medium after
being heated and stored in a storage vessel as it is currently done in CRS working
with molten salts and as cannot be done by other fluids such as gas or steam.
In the frame of the “‘CSP2” project, supported by the seventh Framework Program of
the european commission (FP7), whose aim is the construction of a 150 kWth solar
pilot plant in the Odeillo solar furnace in France, a cold laboratory scaled mockup has
been built at the Chemical Engineering Laboratory of Toulouse (LGC). This mockup
must allow to understand and determine the operating conditions enabling stable and
adjustable upward and downward solid flows (4). For this kind of fluid, the heat transfer
efficiency is strongly linked to the particle agitation and the renewal rate at the wall,
both unreachable with the available equipment. In order to access the local behavior of
particles in an exchanger tube, we have undertaken 3D numerical simulations of this
flow on a similar geometry with a multi-fluid approach code. In this paper, is presented
the results of this work and the comparison with experiment.
EXPERIMENTAL STUDY
Experimental device: cold mockup
The mockup was designed to be tested under cold
conditions. A detailed scheme is given Figure 1. It is
a cold mockup of solar receiver made of two passes,
one with vertical up-flow of solid and the other with
downward flow of solid. Each pass is composed of
two parallel tubes of 34 mm inside diameter made of
transparent PVC. The bins are 400 mm height and
have a 200x400 mm base. The following only deals
with the upward part of the solid flow.
The bottom bin is fluidized with 3 Nm3 · h−1 of air
and is fed with solid by a hopper in the range
10 kg · h−1 to 130 kg · h−1. The freeboard pressur-
ization of the bed by the regulation valve connected
to a PID controller results in the rising of the solid in
the tubes, until it reaches the top bin which is under
atmospheric pressure.
The solid is silicon carbide mainly for its thermal
properties, availability and low cost. The chosen
particle size offers a good fluidization quality for very
low air fluidization velocities.
Figure 1: Overall design of solar re-
ceiver mockup.
Figure 2: SEM photographs of SiC.
The minimum fluidizing and bubbling
velocities and their corresponding solid
volume fraction presented in Table 1
were determined experimentally.
Table 1: Properties of SiC.
Properties
ρp d32 d50 Span Umf Umb
εmf εmb
(kg ·m−3) (µm) (µm) = d50
d90 − d10 (mm · s
−1) (mm · s−1)
Values 3210 63.9 78.2 0.93 5.0 7.0 0.575 0.59
Metrology
The flow properties experimentally accessible are the static pressure of air and the gas
flow rate going through each tube. Differential pressure controllers placed every 20 cm
along the pipe allow to determine the average porosity of the suspension. Indeed,
when the suspension is fluidized (air velocity higher than minimum fluidizing velocity),
the pressure loss is equal to the solid weight divided by the tube section.
∆P =
mp · g
S
=
(1− αg) · ρp · V · g
S
=⇒ αg = 1− ∆P
ρp · g · h (1)
The air flow rate going through each tube is determined with an helium tracking device.
Helium is injected at a sufficient height of the tube to be sure to recover the totality at
the top. The flow of air coming from the bin dilutes the helium. The air flow rate
is given by the concentration of helium measured at the top of the tube through the
Equation (2).
Fair =
(
1
[He]
− 1
)
· FHe (2)
The measurements were realized on a reference test case of 50 kg · h−1 of solid per
tube and a superficial air velocity of 15 mm · s−1 for the fluidization of the bin.
A preliminary experimental study (4) has demonstrated , by determination of the flu-
idizing curve with decreasing air velocity, that the pressure loss sustained by air for the
fluidization of this powder is about 130 mbars ·m−1. At the minimum fluidization state,
the volume proportion of solid is about 0.43. This work has also shown that the same
pressure profiles and the equal repartition of air between the tubes result in the same
solid flow rate in each tube.
NUMERICAL SIMULATION
Mathematical model
Three dimensional numerical simulations are carried out using an Eulerian n-fluid mod-
eling approach for poly-dispersed fluid-particle flows implemented in NEPTUNE CFD
software which is developed and implemented by IMFT (Institut de Me´canique des
Fluides de Toulouse). This software is a multiphase flow code developed in the frame-
work of the NEPTUNE project, financially supported by CEA (Commissariat a` l’E´nergie
Atomique), EDF (E´lectricite´ de France), IRSN (Institut de Radioprotection et de Suˆrete´
Nuce´aire) and AREVA-NP. The multiphase eulerian approach is derived from a joint
fluid-particle PDF equation allowing to derive the transport equations for the par-
ticle velocity’s moment. In the proposed modeling approach, transport equations
(mass, momentum and fluctuant kinetic energy) are solved for each phase and cou-
pled through inter-phase transfer terms.The momentum transfer between the phases
is modeled using the drag law of Wen & Yu limited by Ergun equation for the dense
flows (5). The collisional particle stress tensor is derived in the frame of the kinetic
theory of granular media (6). The turbulence modeling is achieved by the k − ε model
extended to the multiphase flows (accounting for additional source terms due to the
inter-phase interactions). For the dispersed phase, a coupled transport equation sys-
tem is solved on particle fluctuating kinetic energy and fluid-particle fluctuating covari-
ance (q2p − qfp). The effect of the particle-particle contact force in the very dense zone
of the flow are taken into account in the particle stress tensor by an additional frictional
contribution µf , as soon as the solid volumic fraction of solids exceeds 0.5. The dy-
namic solid viscosity is then given by µs = µkin+µcoll+µf . The µf expression is taken
as proposed by Srivastava et al (7).
The mesh
The symmetry of the flow in each tube of the cold mockup allowed us to simplify the
mesh geometry, thus limiting the calculation cost. The mesh includes one tube with
the same dimensions as in the mockup and a bin with the same height.
The mesh (Figure 3) contains
1,650,000 hexahedra, based
on O-grid technique with ap-
proximately ∆r = 1.2 mm and
∆z = 1.5 mm. The chamber
has a horizontal section area
of 0.02 m2, a height of 40 cm
and is equipped with a lat-
eral solid entrance and a reg-
ulation valve at the top. The
tube is plunged in the cham-
ber. Its length is 2 m and it is
set 10 cm above the bottom. Figure 3: Mesh: the bin with one dipped tube.
Boundary conditions and phase properties
The geometry is composed of two inlets: the fluidization grid, which is a wall for the
particles and where an air flow rate of 1.3 kg · h−1 (15 mm.s−1) is imposed and the
lateral injection of solid in the bin with a solid flow rate of 50 kg · h−1 at a 50 % porosity.
There are also two outlets: the top of the tube is a free outlet for air and particles at
atmospheric pressure, and an outlet placed at the top of the bin imitates the regulation
valve. The pressure regulation valve is modeled as a pressure loss implemented on
the cells of the valve conduct.
The pressure loss coefficient is defined as a function of the pressure in the chamber
sky to imitate the behavior of the actual system, which uses a Proportional-Integral-
Derivative (PID) controller.
The wall boundary conditions in the tube are defined as friction for the gas. For the
particles, the influence of this boundary condition is studied at the section Boundary
conditions and phase properties. The particles are taken monodisperse with a diame-
ter of 64 µm.
The calculations were run on 128 cores. The solid mass flow rate of the study case is
50 kg.h−1. The radial profiles presented are averaged over a section of the tube. The
Table 2: Influence of the wall boundary condition on the overall volume fraction of solid.
Wall boundary condition Free-slip No-slip Friction Experiment
Solid Volume Fraction 0.495 0.513 0.479 0.43
Table 3: Influence of the particle shape on the overall volume fraction of solid with free-slip condition.
Particle shape Sphere Strong non-sphericity Experiment
Solid Volume Fraction 0.495 0.476 0.43
calculation of the average value begins when the transient regime is over. The steady
state is reached when the weight of solid in the system becomes constant, in other
words, when the solid flow rate exiting the tube is equal to the feeding solid flow rate.
THE PRELIMINARY STUDY
Effects of numerical parameters
Before running the simulation on the complete geometry, we studied the effect of differ-
ent numerical parameters on a simplified column geometry of 50 cm high and 36 mm
of inner diameter.
The study of the mesh refinement with a fixed number of 30 width cells allowed us to
determine the optimal mesh size for convergence. By comparing various cells heights
from 1 to 5 mm, we determined that the cell height had to be 1.5 mm. With bigger cells
the bubbles are dissolved and the flow becomes homogeneous, and using smaller
ones only increase the number of cells with no difference in the results. As observed by
Agrawal (8), the unresolved structures have a strong effect on macroscopic behaviour.
Several particle wall boundary conditions were tested. According to comparisons with
PEPT measurements in dense fluidized bed, Fede et al. (9) have shown that free-slip
boundary condition over estimates the downward mean particles velocity near wall re-
gion and that no-slip conditions improve that velocity profile. The Table 2 presents the
averaged volumetric fraction of solid determined with the pressure profile measured at
the wall depending on the wall boundary condition imposed for particles. The friction
condition represented by a Johnson and Jackson boundary conditions (10) gives the
closest results to the experiment.
As observed on Figure 2, the SiC particles are strongly non-spherical and present
many angular shapes. This non-sphericity is considered by the correction of the drag
coefficient through the coefficients CShape and fShape as described by Loth (11). With
the morphological analysis of the particles, the coefficient CShape and fShape have been
estimated to 5.3 and 1.15 respectively. This corresponds to a strong non-sphericity of
the particles. The results of the 3 cases tested reported Table 3, shows that the solid
volumetric fraction obtained with the strongly non-spherical shape is the closest to the
experimental results.
Influence of gas compressibility
In order to study the effect of gas compressibility, the solid front ascending velocity
have been studied in the case of no supply of solid, with a totally closed pressure
regulation valve, and for a fluidizing air velocity of the bin of 15 mm · s−1. Table 4
Table 4: Parameters for numerical simulation for the simulation 1.
Incompressible Compressible Experiment
Solid front velocity 0.28 m.s−1 0.13 m.s−1 0.08 m.s−1
0 100 200 300 400
Pressure (mbars)
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(a) Vertical pressure profile at the wall.
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(b) Vertical component of solid velocity.
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(c) Vertical component of slip velocity.
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(d) Solid volume fraction.
Figure 4: (a) Vertical pressure profile at the wall. ( ): Bubble-Emulsion prediction; ( ):
Multifluid approach prediction; (4): Experiment, (b)(c)(d) Radial profiles of vertical solid ve-
locity, vertical slip velocity and solid volume fraction at different heights. (◦): z = 0.5 m; (+):
z = 1.0 m ; (×): z = 1.5 m.
summarizes the experimental and numerical results of solid front velocity ascension
for the incompressible case (ρgas = cst) and the case said “compressible” (the gas
density follows the ideal gas law).
This dynamic test shows the necessity to consider the gas compressibility in the si/-
mulations. For the following of the study, we have considered the wall-particle bound-
ary condition of Johnson and Jackson (10), a strong non-sphericity for the solid phase,
and a gas density following the ideal gas law.
RESULTS
Comparison on pressure profile and gas flow rate
In this section, the radial profiles are presented by circumference and time averaging.
Figure 4(a) shows the gas pressure drop is linear along the tube for experimental mea-
surements, 3D numerical simulation and for Bubble-Emulsion model prediction (4).
These profiles are typical of pressure losses through fluidized beds. The numerical
prediction of the multi-fluid approach overestimates the pressure losses. This means
that the volume fraction of solid is also overestimated. This difference between ex-
periments and simulations can be attributed to the approximations that were done for
the simulations: the particles were considered mono-disperse and spherical whereas
the powder range of granular distribution goes from a few micrometers to more than
a hundred and they have irregular, jagged shapes. The account of the poly-dipersed
particles distribution needs to consider smaller particles which would require an even
finer mesh. An alternative could be to use sub-grid model which take account of the
effects on smaller scales (12) without decreasing the mesh dimensions and keep a
reasonable CPU time. Meanwhile, the prediction of pressure profile of the 1D Bubble-
Emulsion model modified to take account of the solid transport by bubble also pre-
sented 4(a) shows good agreement with experiment. This good agreement is mainly
due to the hypothesis of an emulsion under the minimum fluidizing state.
The radial profiles of the vertical solid mass flux of the Figure 4(b) shows that there
is a solid recirculation near the wall region. Indeed, the solid mass flux is positive
at the center of the tube and negative near the wall. This recirculation of solid is a
favorable flow property for the process efficiency because it enhances the renewal
rate of particles at the wall and thus the thermal transfer.
Figure 4(c) shows that the solid is fluidized everywhere in the tube even near the
wall region, because the slip velocity is higher than the interstitial minimum fluidizing
velocity. The slip velocity increases with height of tube because. Indeed, the gas
expansion with the decrease of pressure results in an increase of gas velocity.
Figure 4(d) shows that solid volume fraction is higher close to the wall. Solid volume
fraction is also higher at the base of the tube than at its top. It can be explain by the
expansion of air resulting in higher slip velocities when rising in the tube.
CONCLUSION
The object of this paper was the experimental and numerical study of a new concept
of solar receiver using DPS as new HTF, circulating in vertical narrow tubes.
The construction of a cold mockup has shown the possibility to have a constant and
adaptable upward flow of solid, equally distributed between the tubes in parallel.
The analysis of the numerical parameters in a simple geometry has led to the follow-
ing conclusions. The optimal cells for mesh are 1.2 mm wide and 1.5 mm high. A
correction of the drag must be applied to take the particles shapes into account. The
particles wall boundary conditions that best represents reality is a friction condition.
The simulation of the actual process was done step by step in a complex geometry. It
was necessary to take the air density variation into account, which was done by the
application of a perfect gas model. The process needs to be controlled, this is why a
regulation was encoded. The analysis of the radial profile of particles vertical veloc-
ities shows that there is a solid recirculation in the tube. This recirculation observed
qualitatively through the particle agitation will be positive for thermal exchange.
Careful analysis of the results of these numerical simulations have to be led to de-
termine the renewal rate of particles law near the wall. We will also study the ef-
fect of solid flow rate on these flow properties. In the frame of the european project
“CSP2”, these numerical predictions will be compared to local measurements obtained
by PEPT method (13).
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